
Standard (8,0°)

33000 8250 3667 2063(3066) (766) (341) (192)0lux (fc)
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0Diameter m (ft in) 1.40 2.80 4.20 5.60(4’7”) (9’2”) (13’9”) (18’4”)

With Heavy Frost (12,6° 50% - 18,9° 10%)

1310 328 146 82(122) (30.4) (7.61)(13.5)0lux (fc)

4

2
0

2
4

6

6

8

8

10

10

12
.6

°

18
.9

°

0Diameter 50% m (ft in)

0Diameter 10% m (ft in) 3.33 6.66 9.99 13.32(10’11”) (21’10”) (32’9”) (43’8”)
2.20 4.41 6.61 8.82(7’3”) (14’6”) (21’8”) (28’11”)

With Light Frost (4,4° 50% - 8,6° 10%)

10000 2500 1111 625(929) (232) (103) (58.1)0lux (fc)

4

2
0

2
4

6

6

8

8

10

10

4.
4°

8.
6°

0Diameter 50% m (ft in)

10 20 30 400 (32’10”) (65’7”) (98’5”) (131’3”)Distance  m (ft in)

10 20 30 400 (32’10”) (65’7”) (98’5”) (131’3”)Distance  m (ft in)

10 20 30 400 (32’10”) (65’7”) (98’5”) (131’3”)Distance  m (ft in)

0Diameter 10% m (ft in)

0.77 1.54 2.32 3.09(2’6”) (5’1”) (7’7”) (10’2”)
1.50 3.00 4.50 6.00(4’11”) (9’10”) (14’9”) (19’8”)
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           DIAGRAMMES PHOTOMETRIQUES                      FOTOMETRISCHE DIAGRAMME                       DIAGRAMOS FOTOMÉTRICOS
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CLAY PAKY S.p.A. - Via Pastrengo, 3/b - 24068 Seriate (BG) Italy - Tel. +39-035-654311 - Fax +39-035-301876 - www.claypaky.it

Legenda   Diameter 10%-50%: valori del diametro del fascio luminoso corrispondenti al 10% e 50% dell’illuminamento massimo.
Key           Diameter 10%-50%: beam diameter for 10% and 50% of maximum illumination.
Légende   Diameter 10%-50%: valeurs du diamètre du faisceau lumineux correspondant à 10% et 50% de l'éclairage maximum.
Legende   Diameter 10%-50%: Lichtkreis-Durchmesser bei 10% bzw.50% maximaler Aussleuchtung.
Leyenda   Diameter 10%-50%: valores del diámetro del haz luminoso correspondientes al 10% y 50% de la iluminación máxima.

ALPHA BEAM 300


